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Specifications
Item F3ow F308
gasic.r ; Measuring Range -20° 10 +350°C -20° 0 +100°C
pecifications - o1 19 o
Resolution (OS.IZN/?r'r:pg) 52 rﬁg n% 04°C at 30°C
Infrared Detector Uncooled Focal Plane Array (Microholometer)
Spectral Range 810 13um
Frame Time 8.5 frames/sec
Thermal Image Pixels 160(H) x 120(V) pixels
Field of View 28°(H) x 21°(V)
LFO.V. 3.Amrad
Focusing Range 10cm to Infinity
(Temperature Accuracy may vary at 50cm or closer)
Focus Manual
(Focus Free at 1.3m or over)
Accuracy 12°C or £2% whichever is greater
Measuring Visible Light Camera 0.7M Pixels
Functions Tpoint Values Certer, MaxMin, Moveatbe (1 Point), AT
Emissivity Correction Provided
it Poded
Isotherm Provided
Alarm Display Alarm, Color Alarm
Image Improvement Provided
Color Palette Three (3) Types Available: Rainbow, Iris, Brightness
Image Display | Monitor 2.7 LCD
Image Format JPEG with Data
Storage (for Post Analysis and Temperature Scale Change)
Storage Medium SD Card
Thumbnail Display Nine (9) Images
Interface USB2.0 Provided
Video Quiput NTSC/PAL Provided
Power Batteries Rechargeable NiMH Batteries (3 pieces)
Supply AC Power Provided
Sleep Mode Provided
Automatic Shutoff Provided
Environmental | Operating Temperature -15°t0 +50°C
Specifications [ proteciion P43
Dimensions Approx.. 100(L) x 65(H) x 45(W) mm
Weight Approx.. 300g (including 3 batteries)

**Specifications are subject to change without prior notice.
**Described company name and model are brand names or registration of trademark.

Contact:

SOLTEC®

12977 Arroyo Street
San Fernando, CA 91340-1548
Toll Free: (800) 423-2344 Ext. 411
Direct: (818) 365-0800 Ext. 411
Fax: (818) 365-7839

Sales@SoltecCorp.com

www.SoltecCorp.com
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| Standard Accessories

« AC Adapter

« Power Cable (for AC Adapter)

+ Battery Charger
+ Rechargeable NiMH Batteries (3)
+ 8D Card (1GB)

+ USB Cable

| Options

* Hand Strap

- Soft Case

* Viewer Software

+ Operation Manual

« Warranty Certificate

* Video Cable
* Analysis Software

« Tripod

| Measurement Distance and FOV
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A CAUTIONS & WARNINGS
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« Before using this product, please carefully read the provided Operation Manual
“WARNING” & “CAUTION” section to ensure proper operation.

Additional Contact:

Jake Giacomelli

Managing Director

Level Il Thermographer

A.M.LA Board Qualified Medical Thermographic Tecnician
International Infrared Camera Sales & Leasing Ltd.
P.O. Box 66711

Stony Creek, Ontario

Canada / L8G 5E6

Tel: 905-643-8111

Fax: 905-930-7740

Email: Cameras@infraredSales.com

Catalog Number: 012011NECR300





